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TOWN OF ELS:\'lERE

APPEAL TO TilE BOARD OF ADJI.JST\lE!'iT

Any person circctly afkcted by a decisIOn of th:: code ofiicial or a notice OI' oro::r issued under tr.is code shall
!~<lvcthe right tu appeJI to the Buard of Adjust;ncnt of tl~e Towr. of Elsmere, provided thaI a writtcr. applicatloll
~or appeiil is tiled witllll: 20 days a:rer the day the decision. cit.ltioll, notice or on.ft.:r was served. An app1Jcil{io[~
:u~ a;lpeal shall be based on a claim that the tme intent of this code or the rult:s It:gally Jcoptcd t;'ere ur.der h:tv::
bt:c:,: in<:orrcctly ir.terprctcd ~H the provisior.s of this code 00 not fully apply. Acditior.ally, ar: applic2.tiJI1 fOI
appc:\l m~y ':Je bJsed un a c1,I1:11th,~t all acllor. othe:' than what is reqlllfcd by the code: 1) proVIdes !he same or
bettcr P:-Oh:ct:ons t!1a1l what the cu{~e reqUIres and 2) ""'ill I:ot Cllst thc Town of Elsmcre ~r:y morc moncy thall
enforcing the code as wrinen. If the apjJcilant proves t~:a: all action other thaI': wh~t is reqUired by the cu(~e meets
these two requirements, the Board of Adjustment may. in Its discretIon, either cnforce the code as wn((~l: or

permit the proposed aherTl<!.l1ve;.lCtIOI!.

Date TI:is Appeal was Fil~d' {;

Propcrty Owners Namc:

() Tax Parcel :\umber: 1(')C1 ~~q~I__

Property Owners Addrcss'

MI/£beillll9x-r- '(6 WAkrllA! llIL
! Plwoe ~umbe6Qa.)£8''i3CIt8' &!JkJlt: /!Llt? 1-
1----------------
I Applicants t'ame j2/JJ/L_ 6.s;J3/i.1lAT .

Applicants Ad<'re5S_. '1£ WJ11£rT~ A/ --.f).A j) <:../-lA j) £-.L.9 7.1 /.
Specific \{C:11 BeJllg Appc;dc~l (ex: Citation ;\um!:er, Pe[it:ol~ Numher, Ordcr :-.lumber Etc,)
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R90S.2.8.2 Valleys. Valley linings ,~
accordance with manufacturer's imt.'!U:'
before applying shingles. Valley Iin;c~"
types shall be permitted:

I. For open valley (valley linins elf"
metal. the valley lining shall b. z: .
(610 mm) wide and of any of I~<
tant metals in Table R905.2.S.:

2. For open valleys. valley lining efr.
eral surface roll roofing. compl; e', •
249. shall be permiUed. The ho=
18 inches (457 mm) and the 10? 1:..-
of36 inches (914 mm) wide.

3. For closed valleys (valley co,'e~"
valley lining of one ply of smoo::. It
plying with ASTM 0224 Type II",.
least 36 inches (914 mm) wide or "-
described in Items I and 2 a~ "
ted. Specially underlaymer.; C'.
ASTMD 1970 may be used in 1ie:C'
lerial.

R90S.2.8.1 Base and cap Dashing. B~~
ing shall be installed in accordance '" 'C~
installation instructions. Base fla.~hir.~t"
corrosion-resistant metal of minimc::I ~
inch (0.483 mm) thickness or mineral <~

weighing a minimum of 77 pound, ;:ef
(3.76 kg/m'). Cap Dashing shall be ""'"
metal of minimum nominal 0.019-"""
thickness.

R90S.2.7.2 Underlayment and
Underlayment applied in areas subl~
[greater than 110 mph (177kmlh) per F~,
shall be applied with corrosion-resist.'C' •
cordance with manufacturer's install::=..
Fasteners arc to be applied along the or::-
apart than 36 inches (914 mm) on ce~~e1C

R90S.2JI Flashing. Aashing for asphalt ~~ .
ply with this section.

R90S.2.7.11llC protedion. In areas "'~-
daily temperature in January is 25°F (_.!'.,
harrier that consists of a lcasltwo laye;;.
cemented together or of a self-adheri,,! •
fied hitumen sheet. shall be used in -
underlayment and extend from the ea',,'.
at Icast24 inches (610 mm) inside the e
of the building.

ping successive sheets 19 inches (483 17.=

sufficiently to hold in place. For roof SIc;:
vertical in 12 units horizontal (33-pereen: L
underlayment shall be one layer applie~ [-
manner. Underlayment shall be applie~ l'
parallel to and starting from the cave and I~
mm). fastened sufficiently to hold in place. E
offset by 6 feet (1829 mm).

SECTION R905
REQUIREMENTS FOR ROOF COVERINGS

R90S.1 Roof roverlng application. Roof coverings shall be
applied in accordance with the applicable provisions of this
section and the manufacturer's installation instructions.
R90S.2 Asphalt shingles. The installation of asphalt shingles
shall comply with the provisions of this section.

R90S.2.1 Sheathing requirements. Asphalt shingles shall
be fastened 10 solidly shcathed decks.

CR90s.2.2 Slope:'"ASjihallSiUngles shall only be used on roof
$Iopes of two uniLs vertical in 12 uniLshorizontal (2: 12) 0_.
~ler. For roof slopes from two uniLs vertical in 12 units
horizonw (2: 12) up to four uniL, vertical in 12 unils hori-
zontal (4:12). double underlayment application is required
in accordance with Section R905.2.7.
R90S.2.3 Underlayment. Unless otherwise noted. required
underlayment shall conform with ASTM 0 226. Type I. or
ASTM D 4869. Type I.

Self.adhering polymer modified hitumen shut shall
comply with ASTM 0 1970.
R90S.2.4 Asphalt shingles. Asphalt shingles shall have
self-seal strips or be interlocking. and comply with ASTMD
225 or 0 3462.
R90S.2.S Fasteners. Fasteners for asphalt shingles shall be
galvanized steel. stainless steel. aluminum or copper roof-
ing nails. minimum 12 gage [0.105 inch (2.67 mm)] shank
with a minimum 'I,-inch (9.5 mm) diameter head. ASTM F
1667. of a length 10 penetrate through the roofing materials
and aminimumof'/, inch (19.1 mm) into the roof sheathing.
Where the roof sheathing is less than 'I, inch (19.1 mm)
thick, the fasteners shall penetrate through the sheathing.
Fasteners shall comply with ASTM F 1667.
R90S.2.6 Attachment. Asphalt shingles shall have the min-
imum number of fasteners required by the manufacturer.
For normal application. asphalt shingles shall be secured 10
the roof with not less than four fasteners per strip shingle or
two fa,teners per individual shingle. Where the roof slope
exceeds 20 units vertical in 12 units hori7.ontal (20: 12). spe-
cial methods of fastening arc required.

EXllCption: Asphalt strip shingles shall have a minimum
of six fasteners per shingle where the roof is in one of the
following categories:

I. The basic wind speed per Figure R301.2(4) is 110
miles per hour (177 kmlh) or greater and the eave is
20 feet (6096 mm) or higher above grade.

2. The basic wind speed per Figure R301.2(4) is 120
miles per hour (193 kmlh) or greater.

3. Special wind zones per Figure R301.2(4).
R90S.2.7 Underlaymentapplicadon. For roof slopes from
two units vertical in 12 units horizontal (17 -percent slope).
up to four unils vertical in 12 units hori7.ontal (33-percent
slope). underlayment shall be two layers applied in the fol-
lowing manner. Apply a 19-ineh (483 mm) strip of
underlayment felt paraliel with and starting atlhe caves. fas-
tened sufficiently to hold in place. Starting at the eave. apply
36-ineh-wide (914 mm) shuLS of underlaymenl, overlap-
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